Wartsila 46 spares

Pos Description Condition Part No.

Cylinder Head Used/Pressure

L= Complete Tested @8Kg bar IS €lpe
: : Used/Wear
2. | Cylinder Liner below0.3mm 100110 é6pcC
3. | Piston Complete Used/Std Grooves 113025 7PC
4. | Connecting Rod Used/Tested 111004/111024 épcC
5. | Fuel Pump Complete Serviced 165180 épc
6 RO A Reconditioned 143035 8pc
Assembly
7 Plunzer Barrel New 165 102 2pc
8. | Nozzle New 167 020 12pcC
9. | Nozzle (Pilot) New 167 120 /pcC
10. | Piston Ring set New 113013 4 Sefts
11. | Injector New 167 045 3pcC
12. | Bearing Bush New 111 025 12pc
13. | Camshaft Bush New 100114 12pc
14, Sealing Set, Cylinder New 120 070 10pC
Head
g, || Lvernend ik, e New 101 110 6pc
jack
16. | O Ring, Cylinder Liner New 100111 22pc
17. | Exhaust Valve New 121 006 3pc
18. | Inlet Valve New 121 007 3PC
19. | Inlet Valve seat New 120012 12pc
20. | Exhaust Valve Seat New 120 009 épc
21. | Main Bearing New 100076 8Pair
100 097
22. | Crank Pin Bearing New 8 Pair
Anti Polishing Ring,
23. | Cyiinder Lingr 9 New 100 120 10pc
24. | Valve Rotator New 121 050 3pc
Note***

The spare parts offered are original & new as described.
Delivery: Any major & minor Seaport or Airport.
Inspection: Mumbai, INDIA















